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Appendix C  

Well Construction Diagrams
W4 - W6, MW5 - MW6

(all others on borehole logs)
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Constructed: 11/10/2015  Monitoring Well Construction Diagram
Drilled By: HP Geotech  W-4
PVC Casing EL: 4812.47 ft amsl Comanche Station

Water EL: 4789.67 ft amsl (December 2015) Xcel Energy

Bottom of Well Screen

25.5

23.4

16

Bottom of Sand Filter Pack

2

3
Top of Sand Filter PackBentonite Grout

3.4

13.4



Protective Steel Casing w/Lock

 3.829 ft.

0 ft. Ground Surface

Protective Steel Casing
Bottom of Steel Surface Casing

Top of Well Screen

2-in. Sch. 40 PVC Well Screen

w/ 0.010-in. Slots

#10/20 Washed Silica Sand Filter Pack 23.5 ft.

2-in. Sch. 40 PVC Casing

Bentonite Grout

Bottom of Well 

Bottom of Borehole

8 in.

Constructed: 11/9/2015  Monitoring Well Construction Diagram
Drilled By: HP Geotech  W-5
PVC Casing EL: 4807.46 ft amsl Comanche Station

Water EL: 4795.13 ft amsl (December 2015) Xcel Energy
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Constructed: 11/11/2015  Monitoring Well Construction Diagram
Drilled By: HP Geotech  W-6
PVC Casing EL: 4811.89 ft amsl Comanche Station

Water EL: 4796.51 ft amsl (December 2015) Xcel Energy
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Constructed: 08/08/2017  Monitoring Well Construction Diagram
Drilled By: Site Services Drilling, LLC  MW-5
PVC Casing EL: 4806.97 ft amsl Comanche Station
Water EL: 4779.30 ft amsl (August 2017) Xcel Energy
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Constructed: 08/07/2017  Monitoring Well Construction Diagram
Drilled By: Site Services Drilling, LLC  MW-6
PVC Casing EL: 4823.09 ft amsl Comanche Station
Water EL: 4793.04 ft amsl (August 2017) Xcel Energy
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